
www.enduratiles.com
Toll Free No.: E-mail : 1800-22-7484   tiles.customercare@prismjohnson.in

exports.customercare@prismjohnson.inFor Export Enquiries, Email : 
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Colors shown are as accurate as the limitations of the printing process will allow. Prospective customers are advised to inspect a sample of the tile before ordering. Every effort has been made 
to ensure the accuracy of the information given. However, the company reserves the right to change the specifications without prior notice. Sometimes, variations in shade or size may occur 
which is inherent to the ceramic industry. Before fixing the tiles, we urge you to read and follow the fixing instructions given on the carton box of the tiles. The company will not take any 
responsibility and will not accept any complaints of shade, size or planarity once the tiles have been fixed.

Although every effort is made to ascertain that all the information provided in this brochure is accurate before printing, errors may still happen. Please contact the local branch office for 
updated information before placing orders. The information contained in this catalog is given in good faith. The Company takes no liability on account of any loss or damage either 
consequential or otherwise as a result of the information provided therein.

H & R JOHNSON (INDIA) DIVISION
Corporate Office : 7th Floor, Windsor, C. S. T. Road, Kalina, Santacruz (East), Mumbai - 400 098, India. 

Tel.: +91-22- 4064 7300  Website : www.hrjindia.com

Registered Office : 305, Laxmi Niwas Apartments, Ameerpet, Hyderabad - 500016, Telangana, India.

/hrjindia /hrjohnsonindia1 /hrjohnsonindia  /hrjohnson_india/  /h-&-r-johnson-india-ltd./
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EXPERIENCE CENTERS

YOU CAN ALSO REACH US AT

Jalandhar 0182-4505038 / 39

Chandigarh 0172-4697100

Delhi 011-49526600

Jaipur 0141-2368329

Lucknow 0522-2721699

Varanasi 0542-2222620

9576038781

East

Region Branch Tel.:

Kolkata 033-46021880

Bhubaneshwar 0674-2430240

Siliguri 9836065812

Guwahati 8135846661/7575900492

Ranchi 9576038118

West

Mumbai 022-40647500

Thane 022-25867600 / 666

Pune 020-41301164 / 31

Ahmedabad 079-48480010

Raipur 0771-4919129

Indore 0731-4007441

North

Patna

South

Bengalure

Hyderabad

Vijayawada

Vishakhapatnam

Tirupati

Kochi

Kozhikode

Thiruvananthapuram

Chennai

Coimbatore

Madurai

Trichy

080-22246841/42

040-29802270 / 71 / 72

9666429666

0891-2796376

9121228960

0484-4871277/ 4098555

0495-2352474 / 2352752

6238811801 / 0471-2551141

044-28544116 / 28541881

0422-4382698 / 2210501

0452-4355584 / 4355594

9486718544

Region Branch Tel.:

For address and contact numbers of our Johnson Exclusive Showrooms and Authorized Retailers, please visit our website www.hrjindia.com

Location Address Tel.:

Kolkatta 033-46021880

Guwahati 8135846661/7575900492

Bhubaneshwar
HOUSE OF JOHNSON - 229/5332, Gautam Nagar, 1st Floor Bhubaneshwar, Orissa  - 751014.229/5332,
Gautam Nagar, Bhubaneshwar - 751014

0674-2430240

8424003247Thane

7350009364Pune

HOUSE OF JOHNSON - 1st flr, Bonanza, Sahar Plaza, Nr Hotel Kohinoor continental, J B Nagar, 
Andheri Kurla Road, Andheri East, Mumbai - 400059

9920050197

079-48480010Ahmedabad

HOUSE OF JOHNSON - Shop No 5, 6, 7 and 8, Upper Ground Floor, Exotica, Shalimar Township,
Village Niranjanpur, A.B. Road, Indore, Madhya Pradesh - 452001

0731-4988340/4007441Indore

7714919129Raipur

0522-2721699Lucknow

HOUSE OF JOHNSON - SCO 214, sector14, Panchkula, Haryana - 134109 0172-4691000Chandigarh

0542-2222620Varanasi

9319244955Delhi

HOUSE OF JOHNSON - Elysium Towers, Park Gate Rd, No. 21, ATT Colony, Gopalapuram, Coimbatore - 641018 0422-4382698Coimbatore

044-48611632Chennai

0484-4871277/ 4098555Kochi 

0495-2352474/ 2352752Kozhikode 

HOUSE OF JOHNSON -1st Floor, Sreedhanya Apex, TC 22/3720 (4) Vellayambalam,
Sasthamangalam PO, Thiruvananthapuram, Kerala - 695010

6238811801 /
0471-2551141

Thiruvananthapuram

Mumbai - Andheri

HOUSE OF JOHNSON - 83 JBS Haldane Avenue, TOPSIA Trinity towers Kolkata - 700046

HOUSE OF JOHNSON - 1st Floor, Above Royal Riders Honda, Near Rahul Kata, Pub Bragaon, Garchuk, Guwahati - 781035

HOUSE OF JOHNSON - Shop No.5, Gr.Floor, Cosmos Jewels, Near Dmart, Anand Nagar, Ghodbunder Road, Thane (W) - 400615

HOUSE OF JOHNSON - Sable House, Poona Snuff Factory, Sr. No 11A, Plot 408/4/5, Satara Road, Gultekadi, Pune - 411037

HOUSE OF JOHNSON - F 106-107, Shivalik Plaza, IIM Road, Panjrapole Cross Road, Ahmedabad,  Gujarat - 380015

HOUSE OF JOHNSON - 2nd  Floor, MM Silver Plaza,Opp Udyog Bhawan, Ring Road - 1, Raipur, Chattisgarh - 492001

HOUSE OF JOHNSON - 1st Floor, Prithvi Ratan Height,Plot No CP-4, Vijayant khand - 3, Gomtinagar Yojna, Lucknow - 226028

HOUSE OF JOHNSON - Ashakunj, 1st floor, D59/103 D4, Opp Siddharth Complex, Sigra Mehmoorganj Road, Varanasi - 221010

HOUSE OF JOHNSON - First &  Mezzanine Floor, B-1/G-3, Mohan Industrial Estate,Mathura Road, New Delhi - 110094

HOUSE OF JOHNSON - 82, 84 & 86 Bascon Maeru, 1st floor, Kodambakkam High Road, Nungambakkam, Chennai - 600034

HOUSE OF JOHNSON - Door no. 11/300 f, Next to VTJ Hyundai, NH 47 Kundanoor, Maradu, Kochi, Ernakulam - 682304

HOUSE OF JOHNSON - Tilal Tower, Near Nexa Showroom, Kudilthod, Malaparamba bypass, Kozikode, Kerala - 673017
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PACKING DETAILS

Stepping Stone Tile 

30x120cm (1.5cm Thk) 30x120 4 1.44 50 540 778

60x120cm (1.5cm Thk) 60x120 2 1.44 50 540 778

30x95cm (1.2cm Thk) 30x95 1.14 31 870 992

60x95cm (1.2cm Thk) 60x95 2 1.14

4

30x120cm (1.2cm Thk) 30x120 4 1.44 40 675 972

60x120cm (1.2cm Thk) 60x120 2 1.44 40 675 972

31 870 992

31x152cm (1.2cm Thk) 31x152 1.88 52 519 9784

62x152cm (1.2cm Thk) 62x152 2 1.88 52 519 978

TECHNICAL SPECIFICATIONS
S.

No. 
Test MethodTest Description  IS - 15622:2017

Group B1a

 ISO 13006:2018 /
EN 14411 Group
BIa Requirement

A) Dimension Quality

1 Deviation in Length & Width ±0.3% or ±1.0mm ± 0.1 %

2 Deviation in Thickness ±5% or ±0.5mm  ±  5 %

3 Straightness of Sides ±0.3% or ±0.8mm  ± 0.1 %

4 Rectangularity ±0.3% or ±1.5mm  ± 0.1 %

5 Surface Flatness ±0.4% or ±1.8mm  ± 0. 5 %

6 Surface Quality Min 95% Min 95% free from
visible defects 

 ISO 10545-2 /
IS 13630-1

1 Water Absorption <0.5%, individual 
Max 0.6%.

Average <0.08,
Individual 0.1%, Max 

 ISO 10545-3 /
IS 13630-2

2 Scratch Hardness of Surface (Moh's scale) 5, Min IS 13630 part 13

3 Flexural Strength (Average MOR)
2>35 N/mm ,

2 Individual 32N/mm , Min  

2Average 35N/mm , 
2Individual 32N/mm , Min  

B) Physical Properties

ISO 10545-4 / 
IS 13630-64 Breaking Strength

5 Impact Resistance Report value 5, Min ISO 10545-5 / 
IS 13630-14 

6 Deep Abrasion Resistance (Ungalzed) 3<175mm 3<175mm ISO 10545- 6 / IS 13630-12

>1300N

_

# Skid Resistance 

a) Skid Resistance - Ramp Test Manufacturer to
declare  DIN 51130

b) Coefficient of Friction ISO 10545 -17/ANSI A 326.3

8 Bulk Density, in (g/cc) >2.0 ASTM C373-16 / 
IS 13630-2

9 Moisture Expansion  IS 13630-part 3 /
ISO 10545-10

10 Frost Resistance ISO 10545-12 / 
IS 13630-10

11 Color Resistance to UV Light DIN 51094

7 Manufacturer to
declare  

Manufacturer to
declare  

Manufacturer to
declare  

_

Manufacturer to
declare  

Manufacturer to
declare  

Manufacturer to
declare  

_

Manufacturer to
declare  

_

1 < 1.5 % IS 4457:2007 Annex G

C) Chemical Properties
Resistance to Concentrated HNO  & 3

H SO  Acid (wt. Loss)  2 4

_

Resistance to Chemicals

a) Resistance to Low concentrations of 
    acids & alkalies  
b) Resistance to High concentrations of 
    acids & alkalies  

2

Manufacturer to
declare  

Manufacturer to
declare  

ISO 10545-13 Manufacturer to
declare  

Manufacturer to
declare  

c) Resistance to household chemicals and  
    swimming pool salts UB 

3 Stain Resistance ISO 10545-14 / IS 13630-8

_

D) Thermal Properties

1 Linear Thermal Expansion ISO 10545-8 / IS 13630-4 

2 Thermal Shock Resistance No damage 10cycle , Min ISO 10545-9 / IS 13630 -5

-6 -1<6x10 K

Whichever is less applicable.
Rectified edge

>1300N

Min Class 3 Class 1 min

Johnson Endura
Stepping

Stone / Riser

±0.1%

±4%

±0.1%

±0.1%

±0.3%

Min 95%

<0.05%

>6

>38N/mm²

>5000N

3 <120mm

>0.55

>0.42

>2.2

No damage

No change in color

>R9

<0.3mm/m

<0.8%

 ULA 

 UHA 

 UA 

Min Class 3 ( ISO ),
Class 1 ( IS )

No damage

-6 -1<6x10 K

Johnson Endura
Stepping

Stone / Riser

15mm12mm

±0.1%

±4%

±0.1%

±0.1%

±0.3%

Min 95%

<0.05%

>6

>38N/mm²

>3500N

>0.55

3 <120mm

>R9

>0.42

>2.2

<0.3mm/m

No damage

No change in color

<0.8%

 ULA 

 UHA 

 UA 

Min Class 3 ( ISO ),
Class 1 ( IS )

No damage

-6 -1<6x10 K_

# Ramp Test: Suitable for all kind of surfaces (Plain, structural..etc)
# Slider (BOT -3000E Digital Tribometer): Suitable for plain / smooth surface and not working for structural / profiled surface

Say Goodbye to conventional Staircases

Stairs are used in lieu of elevators in buildings or houses and also play a very important role as emergency exit 
areas in office buildings and commercial spaces. Until today, staircases were built using marbles and granite, 
which are expensive, require on - site cutting and finishing, leading to a lot of wastage. They need a lot of manual 
labour for handling and fixing. Besides, they can stain easily, the surface may be slippery and they can chip or 
crack during use. They are difficult to replace with same shade and texture if broken, besides also needing 
constant maintenance.

Get the Johnson Endura Stepping Stone Advantage!

The Johnson Endura Stepping Stone range is a revolutionary way to build staircases with step tiles and risers. 
The result of an unquantifiable amount of time spent researching the very many possibilities in the world of 
staircases. At the center of this research, we kept people and a few important questions concerning them - 

“Will it be safe enough for senior citizens and children to use?" 

"Are they safe for use by people with physical and visual disabilities?" 

"How long would they last before needing a replacement?" 

“Should durable mean cumbersome installation and frequent maintenance?" 

“ Are they easy to install, without any cumbersome cutting and finishing or wastage?”

“ Are they non - combustible and safe during a fire emergency?”

3
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Safety for All
These full-bodied vitrified tiles come with bull nosing and tread lines that make them skid-resistant and much 
more safer than conventional stairs. 
 

Faster Installation
No more handling issues. No more labour-intensive on-site installations, no more wastage costs. Endura 
Stepping Stone can be easily and speedily installed on site.

Long Lasting & Easy on Maintenance
Chipped and worn out staircases, constant need for polishing and repairs, are all things of the past. Endura 
Stepping Stone are full-bodied vitrified tiles, which means they absorb very low water and are impervious to 
weather or wear and tear induced damage. Fit them and forget them for years of trouble free performance.

Here's why it makes more sense to build your Staircases with 

Endura Stepping Stone

The Endura Stepping Stone Advantage.

FEATURE BENEFITS 
Fully Body Vitrified Step Tiles & Risers Highly durable, ideal for heavy traffic and 

commercial areas.

Ready to install tiles               Easy and speedy installation. Say goodbye to 
cumbersome cutting and finishing on site. 

Embossed Tread Lines                     Provide extra grip for higher safety near step edge.

Unique full bull nose edges                  

Unlike other step tiles, Endura Stepping Stone is India’s first 
bull nosing tile, which makes the staircase safer 
and comfortable to step on. Bull nosing also helps
to prevent chipping from sharp edges and it improves the
overall aesthetics of the stairs. 

1.2 cm & 1.5 cm thickness 
Provides higher strength and durability as desired in big 
size slabs. An assurance to replace natural stones in a 
confident way.

Lowest water absorption of <0.05% along with 
enhanced stain resistance.

Strongest of dyes – methylene blue can not stain Endura 
Stepping Stone. Impervious surface ensures ease of 
cleaning.  

3Highest abrasion resistance of < 120 mm  
Ensures 10 times superior surface protection 
against wear and tear over natural stones.

Suits the building theme, décor and desired contrast.Available in 23 beautiful shades.

<0.05%  

less than 0.05% 
Water Absorption

 High Flexural 
Strength

Faster 
Installation

Bull Nosing Anti Skid

1.2/1.5 cm
THICK

Robust, durable 
tiles than

conventional options 

23 Beautiful
Shades  
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Frequently Asked Questions
1) Why Endura Stepping Stone?
Staircases hitherto have been at mercy of natural stones, which are cumbersome to install, slippery, and also come with a higher 

installation wage-cost. Endura Stepping Stone is that much-required revolution in the world of staircases, that comes with none of the 

above mentioned complications. Moreover their convenient size 30x120x1.5 cm, 30x95x1.2 cm & 31x152x1. 2 cm with bull nosing and 

tread lines aptly meet the design requirements for staircases along with 60x120x1.5 cm , 60x95x1.2 cm & 62x152x1. 2 cm in matching 

colour for risers and landing areas.

2) What differentiates Endura Stepping Stone from others?
Safety and confidence are the cornerstones of Stepping Stone. They are full-bodied vitrified tiles with robust strength, antiskid and 

stain resistant surface providing highest durability. They’re designed to help people including persons with ambulant disabilities 

and persons with visual impairment to negotiate steps and staircases safely and confidently.

3) What are the benefits of bull nose edges?
Endura Stepping Stone is India’s first bull nosed fully vitrified step tile. The unique bull nosing makes the staircase safer and 

comfortable to step on. Bull nosing also helps to prevent chipping along edges and it improves the overall aesthetics of the staircase.

4) What is the purpose of embossed tread lines?
The embossed tread lines provide extra grip for higher safety for the crucial edges of the steps.

5) What are the benefits of thicker tiles?
The Endura Stepping Stone is 1.2 cm & 1.5cm thick, which means it’s stronger - a mandate for large-sized slabs. Thereby, being a 

safe, confident and assuring replacement to natural stones.

6) What are the other benefits of using Endura Stepping Stone?
Easy and speedy installation, low water absorption (<0.05%) with advanced stain resistance technology. Even strongest of dyes – 

3methylene blue - cannot stain Endura Stepping Stone. High abrasion resistance of <120m  provides 10 times superior surface  

protection over natural stone against regular wear & tear.

7) What is the best way to fix Endura Stepping Stone?
Endura Stepping Stone are best fixed using ARDEX ENDURA tile fixing adhesive. The gap between the tiles can be filled with ARDEX 

ENDURA grouts. ARDEX ENDURA tile fixing adhesives and grouts are available in India and are most compatible with Endura tiles.

8) What are the designs available?
Subtle salt & pepper designs, Plain colors and Granite & Marble variants to evenly compliment the theme and decor of the building.

9) Does Endura Stepping Stone conform to National Building Codes?
Yes, Endura Stepping Stone conforms to National Building Code SP : 7 of the Bureau of Indian Standards.

10) Is Endura Stepping Stone a fire resistant material? Is it suitable for fire exits in the case of an emergency?
Yes, Endura Stepping Stone is a fire-proof, non-combustible, high temperature material. It will not burn or release any toxic fumes in 

the event of any fire.

Note: 
Straight flights of steps are preferred by ambulant disabled people. Steps should be of a consistent height and depth throughout the stair.
Stairs shall be constructed of non-combustible materials throughout.

Recommended Stair Step Dimensions as per National Building Code, BIS , SP : 7

2 storeyed - LIG Urban Areas

3 or more storeyed - LIG Urban Areas

60 cm 22.5 cm 20 cm

75 cm 25 cm 20 cm

Minimum Width Minimum Tread Maximum Riser

100 cm 25 cm 19 cm

150 cm 30 cm 15 cm

200 cm 30 cm 15 cm

150 cm 30 cm 15 cm

200 cm 30 cm 15 cm

150 cm 30 cm 15 cm

Type of Building

Residential buildings

Residential hotel buildings

Assembly buildings like auditoria, theatres and cinemas  

Educational building

Institutional buildings

All other buildings
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Wastages & other related expenses

Ease of Installation

Shade Consistency

Groves and Tread lines

Resistance to fading

Porosity nature

Maintainance and care

Environment Noise & dust pollution
Hazard 

Prone to Slippages

Polishing / Repolishing

GRANITES OTHER NATURAL STONES ENDURA STEEPING STONE

Pre sized with low wastage 

No polishing required 

Superior Asthetic value 

Very high & smooth

High  

Embossed inbuilt tread lines ensuring
higher safety. 

Extremely strong abrasion resistance
surface ensuring no fading 

Very low in porosity  ensuring no
changes in surface post laying. 

Easy maintenance 

Lowest as Pre sized & factory made under
stringent compliance 

Very low being specialized beautiful matt
surfaces  

High wastage due to uneven sizes

Low & cumbersome 

Low  

Manual grooving needed which
subsequently accumulates dust &
provides lesser safety  

Highly prone 

High porosity resulting in tendency
towards underneath mortar 
patches appearing on surfaces  

Regular maintenance Required

Very high

Polishing is required

High wastage due to uneven sizes

Low & cumbersome 

Low  

Manual grooving needed which
subsequently accumulates dust &
provides lesser safety  

Highly Prone

Medium porosity resulting in tendency
towards underneath mortar patches
appearing on surfaces  

Regular maintenance Required

High on site & during mining  
(While Cutting, Polishing & Sizing)  

Very high

Polishing is required

FEATURES / USAGES

ADVANTAGES OF ENDURA STEPPING STONE USAGE vs GRANITES & NATURAL STONES

High on site & during mining  
(While Cutting, Polishing & Sizing)  

S & P SKYS & P JET BLACK

S & P WHITE

15MM

600

1
2
0
0

1
2
0
0

300

12MM

1
5
2
0

620

1
5
2
0

310 600

1
2
0
0

1
2
0
0

300

9
5
0

600

9
5
0

300

>22.5 - 30 cm <15 -20 cm

1.5cm 

Bull Nose 
protrusion

Tread

Riser

Self Embossed Tread Lines  

Full Body 

Anti-Skid Surface

 Bull Nose Edge

India’s first bull nosing fully vitrified Step Tile.  

Tread 
30 cm

Width 120 cm

Contrast Cut pieceExtensions for wider stairs

5

Disclaimer in Stepping Series
All mentioned shades are available in 12mm 600x1200 & 300x1200. S & P shades are available in 15mm 600x1200 & 300x1200

Other sizes will be as make to order basis with MOQ of 1500 sq.mtr.

15 mm full bull nose. 

12 mm half bull nose



Step Tiles 30x120 cm, 30x95 cm  &  31x152 cm   

6

 FULL BODY PLAIN COLORS

STONE BIANCO

STONE LIGHT BG

STONE NERO

STONE KOTA

STONE GREY

LIGHT BEIGE GRANITE SKY GRANITE

 FULL BODY S & P COLORS

S & P NERO

S & P DARK BEIGE 

S & P LIGHT BEIGE

NEW NEW

S & P GREY

S & P COFFEE

S & P KOTA
15



SKY MARBLELIGHT BEIGE MARBLE

BIANCO MARBLE GREY MARBLE

 FULL BODY MARBLE & GRANITE SERIES

NEW

NEW

NEW

NEW

NEW

NEW

BIANCO GRANITE GREY GRANITE

SKY MARBLE

14 7

STONE LIGHT BG

STONE SKY



STONE BIANCO GRANITE

STONE LIGHT BG MARBLE

STONE SKY MARBLE

STONE GREY MARBLE

STONE BIANCO MARBLE

 FULL BODY MARBLE & GRANITE SERIES

NEW

NEW

NEW

NEW

NEW

8 13

Riser & Landing Area Tiles 
60x120 cm, 60x95 cm & 62x152 cm 

 FULL BODY PLAIN COLORS

BIANCO GREY

LIGHT BEIGEKOTA

NERO SKY

Nero
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S & P SKY

S & P WHITE

S & P SKY

STONE LIGHT BG GRANITE

STONE SKY GRANITE

STONE GREY GRANITE

*Available in 30x95cm in 1.2cm thickness & 31x152cm in 1.2cm thickness will be made to order basis with min. quantity of 1000 sqm. 

NEW

NEW

NEW

STONE BIANCO GRANITE

9
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*Available in 30x95cm in 1.2cm thickness & 31x152cm in 1.2cm thickness will be made to order basis with min. quantity of 1000 sqm. *Available in 30x95cm in 1.2cm thickness & 31x152cm in 1.2cm thickness will be made to order basis with min. quantity of 1000 sqm. 

 FULL BODY S & P COLORS

S & P GREY

S & P JET BLACK

S & P LIGHT BEIGE

S & P KOTA

S & P NEROS & P DARK BEIGE

S & P COFFEE

S & P COFFEE
S & P GREY



10 11

*Available in 30x95cm in 1.2cm thickness & 31x152cm in 1.2cm thickness will be made to order basis with min. quantity of 1000 sqm. *Available in 30x95cm in 1.2cm thickness & 31x152cm in 1.2cm thickness will be made to order basis with min. quantity of 1000 sqm. 

 FULL BODY S & P COLORS

S & P GREY

S & P JET BLACK

S & P LIGHT BEIGE

S & P KOTA

S & P NEROS & P DARK BEIGE

S & P COFFEE

S & P COFFEE
S & P GREY
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S & P SKY

S & P WHITE

S & P SKY

STONE LIGHT BG GRANITE

STONE SKY GRANITE

STONE GREY GRANITE

*Available in 30x95cm in 1.2cm thickness & 31x152cm in 1.2cm thickness will be made to order basis with min. quantity of 1000 sqm. 

NEW

NEW

NEW

STONE BIANCO GRANITE

9



STONE BIANCO GRANITE

STONE LIGHT BG MARBLE

STONE SKY MARBLE

STONE GREY MARBLE

STONE BIANCO MARBLE

 FULL BODY MARBLE & GRANITE SERIES

NEW

NEW

NEW

NEW

NEW

8 13

Riser & Landing Area Tiles 
60x120 cm, 60x95 cm & 62x152 cm 

 FULL BODY PLAIN COLORS

BIANCO GREY

LIGHT BEIGEKOTA

NERO SKY

Nero



SKY MARBLELIGHT BEIGE MARBLE

BIANCO MARBLE GREY MARBLE

 FULL BODY MARBLE & GRANITE SERIES

NEW

NEW

NEW

NEW

NEW

NEW

BIANCO GRANITE GREY GRANITE

SKY MARBLE

14 7

STONE LIGHT BG

STONE SKY



Step Tiles 30x120 cm, 30x95 cm  &  31x152 cm   

6

 FULL BODY PLAIN COLORS

STONE BIANCO

STONE LIGHT BG

STONE NERO

STONE KOTA

STONE GREY

LIGHT BEIGE GRANITE SKY GRANITE

 FULL BODY S & P COLORS

S & P NERO

S & P DARK BEIGE 

S & P LIGHT BEIGE

NEW NEW

S & P GREY

S & P COFFEE

S & P KOTA
15
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Wastages & other related expenses

Ease of Installation

Shade Consistency

Groves and Tread lines

Resistance to fading

Porosity nature

Maintainance and care

Environment Noise & dust pollution
Hazard 

Prone to Slippages

Polishing / Repolishing

GRANITES OTHER NATURAL STONES ENDURA STEEPING STONE

Pre sized with low wastage 

No polishing required 

Superior Asthetic value 

Very high & smooth

High  

Embossed inbuilt tread lines ensuring
higher safety. 

Extremely strong abrasion resistance
surface ensuring no fading 

Very low in porosity  ensuring no
changes in surface post laying. 

Easy maintenance 

Lowest as Pre sized & factory made under
stringent compliance 

Very low being specialized beautiful matt
surfaces  

High wastage due to uneven sizes

Low & cumbersome 

Low  

Manual grooving needed which
subsequently accumulates dust &
provides lesser safety  

Highly prone 

High porosity resulting in tendency
towards underneath mortar 
patches appearing on surfaces  

Regular maintenance Required

Very high

Polishing is required

High wastage due to uneven sizes

Low & cumbersome 

Low  

Manual grooving needed which
subsequently accumulates dust &
provides lesser safety  

Highly Prone

Medium porosity resulting in tendency
towards underneath mortar patches
appearing on surfaces  

Regular maintenance Required

High on site & during mining  
(While Cutting, Polishing & Sizing)  

Very high

Polishing is required

FEATURES / USAGES

ADVANTAGES OF ENDURA STEPPING STONE USAGE vs GRANITES & NATURAL STONES

High on site & during mining  
(While Cutting, Polishing & Sizing)  

S & P SKYS & P JET BLACK

S & P WHITE

15MM

600

1
2
0
0

1
2
0
0

300

12MM

1
5
2
0

620

1
5
2
0

310 600

1
2
0
0

1
2
0
0

300

9
5
0

600

9
5
0

300

>22.5 - 30 cm <15 -20 cm

1.5cm 

Bull Nose 
protrusion

Tread

Riser

Self Embossed Tread Lines  

Full Body 

Anti-Skid Surface

 Bull Nose Edge

India’s first bull nosing fully vitrified Step Tile.  

Tread 
30 cm

Width 120 cm

Contrast Cut pieceExtensions for wider stairs

5

Disclaimer in Stepping Series
All mentioned shades are available in 12mm 600x1200 & 300x1200. S & P shades are available in 15mm 600x1200 & 300x1200

Other sizes will be as make to order basis with MOQ of 1500 sq.mtr.

15 mm full bull nose. 

12 mm half bull nose
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Safety for All
These full-bodied vitrified tiles come with bull nosing and tread lines that make them skid-resistant and much 
more safer than conventional stairs. 
 

Faster Installation
No more handling issues. No more labour-intensive on-site installations, no more wastage costs. Endura 
Stepping Stone can be easily and speedily installed on site.

Long Lasting & Easy on Maintenance
Chipped and worn out staircases, constant need for polishing and repairs, are all things of the past. Endura 
Stepping Stone are full-bodied vitrified tiles, which means they absorb very low water and are impervious to 
weather or wear and tear induced damage. Fit them and forget them for years of trouble free performance.

Here's why it makes more sense to build your Staircases with 

Endura Stepping Stone

The Endura Stepping Stone Advantage.

FEATURE BENEFITS 
Fully Body Vitrified Step Tiles & Risers Highly durable, ideal for heavy traffic and 

commercial areas.

Ready to install tiles               Easy and speedy installation. Say goodbye to 
cumbersome cutting and finishing on site. 

Embossed Tread Lines                     Provide extra grip for higher safety near step edge.

Unique full bull nose edges                  

Unlike other step tiles, Endura Stepping Stone is India’s first 
bull nosing tile, which makes the staircase safer 
and comfortable to step on. Bull nosing also helps
to prevent chipping from sharp edges and it improves the
overall aesthetics of the stairs. 

1.2 cm & 1.5 cm thickness 
Provides higher strength and durability as desired in big 
size slabs. An assurance to replace natural stones in a 
confident way.

Lowest water absorption of <0.05% along with 
enhanced stain resistance.

Strongest of dyes – methylene blue can not stain Endura 
Stepping Stone. Impervious surface ensures ease of 
cleaning.  

3Highest abrasion resistance of < 120 mm  
Ensures 10 times superior surface protection 
against wear and tear over natural stones.

Suits the building theme, décor and desired contrast.Available in 23 beautiful shades.

<0.05%  

less than 0.05% 
Water Absorption

 High Flexural 
Strength

Faster 
Installation

Bull Nosing Anti Skid

1.2/1.5 cm
THICK

Robust, durable 
tiles than

conventional options 

23 Beautiful
Shades  
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Frequently Asked Questions
1) Why Endura Stepping Stone?
Staircases hitherto have been at mercy of natural stones, which are cumbersome to install, slippery, and also come with a higher 

installation wage-cost. Endura Stepping Stone is that much-required revolution in the world of staircases, that comes with none of the 

above mentioned complications. Moreover their convenient size 30x120x1.5 cm, 30x95x1.2 cm & 31x152x1. 2 cm with bull nosing and 

tread lines aptly meet the design requirements for staircases along with 60x120x1.5 cm , 60x95x1.2 cm & 62x152x1. 2 cm in matching 

colour for risers and landing areas.

2) What differentiates Endura Stepping Stone from others?
Safety and confidence are the cornerstones of Stepping Stone. They are full-bodied vitrified tiles with robust strength, antiskid and 

stain resistant surface providing highest durability. They’re designed to help people including persons with ambulant disabilities 

and persons with visual impairment to negotiate steps and staircases safely and confidently.

3) What are the benefits of bull nose edges?
Endura Stepping Stone is India’s first bull nosed fully vitrified step tile. The unique bull nosing makes the staircase safer and 

comfortable to step on. Bull nosing also helps to prevent chipping along edges and it improves the overall aesthetics of the staircase.

4) What is the purpose of embossed tread lines?
The embossed tread lines provide extra grip for higher safety for the crucial edges of the steps.

5) What are the benefits of thicker tiles?
The Endura Stepping Stone is 1.2 cm & 1.5cm thick, which means it’s stronger - a mandate for large-sized slabs. Thereby, being a 

safe, confident and assuring replacement to natural stones.

6) What are the other benefits of using Endura Stepping Stone?
Easy and speedy installation, low water absorption (<0.05%) with advanced stain resistance technology. Even strongest of dyes – 

3methylene blue - cannot stain Endura Stepping Stone. High abrasion resistance of <120m  provides 10 times superior surface  

protection over natural stone against regular wear & tear.

7) What is the best way to fix Endura Stepping Stone?
Endura Stepping Stone are best fixed using ARDEX ENDURA tile fixing adhesive. The gap between the tiles can be filled with ARDEX 

ENDURA grouts. ARDEX ENDURA tile fixing adhesives and grouts are available in India and are most compatible with Endura tiles.

8) What are the designs available?
Subtle salt & pepper designs, Plain colors and Granite & Marble variants to evenly compliment the theme and decor of the building.

9) Does Endura Stepping Stone conform to National Building Codes?
Yes, Endura Stepping Stone conforms to National Building Code SP : 7 of the Bureau of Indian Standards.

10) Is Endura Stepping Stone a fire resistant material? Is it suitable for fire exits in the case of an emergency?
Yes, Endura Stepping Stone is a fire-proof, non-combustible, high temperature material. It will not burn or release any toxic fumes in 

the event of any fire.

Note: 
Straight flights of steps are preferred by ambulant disabled people. Steps should be of a consistent height and depth throughout the stair.
Stairs shall be constructed of non-combustible materials throughout.

Recommended Stair Step Dimensions as per National Building Code, BIS , SP : 7

2 storeyed - LIG Urban Areas

3 or more storeyed - LIG Urban Areas

60 cm 22.5 cm 20 cm

75 cm 25 cm 20 cm

Minimum Width Minimum Tread Maximum Riser

100 cm 25 cm 19 cm

150 cm 30 cm 15 cm

200 cm 30 cm 15 cm

150 cm 30 cm 15 cm

200 cm 30 cm 15 cm

150 cm 30 cm 15 cm

Type of Building

Residential buildings

Residential hotel buildings

Assembly buildings like auditoria, theatres and cinemas  

Educational building

Institutional buildings

All other buildings
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PACKING DETAILS

Stepping Stone Tile 

30x120cm (1.5cm Thk) 30x120 4 1.44 50 540 778

60x120cm (1.5cm Thk) 60x120 2 1.44 50 540 778

30x95cm (1.2cm Thk) 30x95 1.14 31 870 992

60x95cm (1.2cm Thk) 60x95 2 1.14

4

30x120cm (1.2cm Thk) 30x120 4 1.44 40 675 972

60x120cm (1.2cm Thk) 60x120 2 1.44 40 675 972

31 870 992

31x152cm (1.2cm Thk) 31x152 1.88 52 519 9784

62x152cm (1.2cm Thk) 62x152 2 1.88 52 519 978

TECHNICAL SPECIFICATIONS
S.

No. 
Test MethodTest Description  IS - 15622:2017

Group B1a

 ISO 13006:2018 /
EN 14411 Group
BIa Requirement

A) Dimension Quality

1 Deviation in Length & Width ±0.3% or ±1.0mm ± 0.1 %

2 Deviation in Thickness ±5% or ±0.5mm  ±  5 %

3 Straightness of Sides ±0.3% or ±0.8mm  ± 0.1 %

4 Rectangularity ±0.3% or ±1.5mm  ± 0.1 %

5 Surface Flatness ±0.4% or ±1.8mm  ± 0. 5 %

6 Surface Quality Min 95% Min 95% free from
visible defects 

 ISO 10545-2 /
IS 13630-1

1 Water Absorption <0.5%, individual 
Max 0.6%.

Average <0.08,
Individual 0.1%, Max 

 ISO 10545-3 /
IS 13630-2

2 Scratch Hardness of Surface (Moh's scale) 5, Min IS 13630 part 13

3 Flexural Strength (Average MOR)
2>35 N/mm ,

2 Individual 32N/mm , Min  

2Average 35N/mm , 
2Individual 32N/mm , Min  

B) Physical Properties

ISO 10545-4 / 
IS 13630-64 Breaking Strength

5 Impact Resistance Report value 5, Min ISO 10545-5 / 
IS 13630-14 

6 Deep Abrasion Resistance (Ungalzed) 3<175mm 3<175mm ISO 10545- 6 / IS 13630-12

>1300N

_

# Skid Resistance 

a) Skid Resistance - Ramp Test Manufacturer to
declare  DIN 51130

b) Coefficient of Friction ISO 10545 -17/ANSI A 326.3

8 Bulk Density, in (g/cc) >2.0 ASTM C373-16 / 
IS 13630-2

9 Moisture Expansion  IS 13630-part 3 /
ISO 10545-10

10 Frost Resistance ISO 10545-12 / 
IS 13630-10

11 Color Resistance to UV Light DIN 51094

7 Manufacturer to
declare  

Manufacturer to
declare  

Manufacturer to
declare  

_

Manufacturer to
declare  

Manufacturer to
declare  

Manufacturer to
declare  

_

Manufacturer to
declare  

_

1 < 1.5 % IS 4457:2007 Annex G

C) Chemical Properties
Resistance to Concentrated HNO  & 3

H SO  Acid (wt. Loss)  2 4

_

Resistance to Chemicals

a) Resistance to Low concentrations of 
    acids & alkalies  
b) Resistance to High concentrations of 
    acids & alkalies  

2

Manufacturer to
declare  

Manufacturer to
declare  

ISO 10545-13 Manufacturer to
declare  

Manufacturer to
declare  

c) Resistance to household chemicals and  
    swimming pool salts UB 

3 Stain Resistance ISO 10545-14 / IS 13630-8

_

D) Thermal Properties

1 Linear Thermal Expansion ISO 10545-8 / IS 13630-4 

2 Thermal Shock Resistance No damage 10cycle , Min ISO 10545-9 / IS 13630 -5

-6 -1<6x10 K

Whichever is less applicable.
Rectified edge

>1300N

Min Class 3 Class 1 min

Johnson Endura
Stepping

Stone / Riser

±0.1%

±4%

±0.1%

±0.1%

±0.3%

Min 95%

<0.05%

>6

>38N/mm²

>5000N

3 <120mm

>0.55

>0.42

>2.2

No damage

No change in color

>R9

<0.3mm/m

<0.8%

 ULA 

 UHA 

 UA 

Min Class 3 ( ISO ),
Class 1 ( IS )

No damage

-6 -1<6x10 K

Johnson Endura
Stepping

Stone / Riser

15mm12mm

±0.1%

±4%

±0.1%

±0.1%

±0.3%

Min 95%

<0.05%

>6

>38N/mm²

>3500N

>0.55

3 <120mm

>R9

>0.42

>2.2

<0.3mm/m

No damage

No change in color

<0.8%

 ULA 

 UHA 

 UA 

Min Class 3 ( ISO ),
Class 1 ( IS )

No damage

-6 -1<6x10 K_

# Ramp Test: Suitable for all kind of surfaces (Plain, structural..etc)
# Slider (BOT -3000E Digital Tribometer): Suitable for plain / smooth surface and not working for structural / profiled surface

Say Goodbye to conventional Staircases

Stairs are used in lieu of elevators in buildings or houses and also play a very important role as emergency exit 
areas in office buildings and commercial spaces. Until today, staircases were built using marbles and granite, 
which are expensive, require on - site cutting and finishing, leading to a lot of wastage. They need a lot of manual 
labour for handling and fixing. Besides, they can stain easily, the surface may be slippery and they can chip or 
crack during use. They are difficult to replace with same shade and texture if broken, besides also needing 
constant maintenance.

Get the Johnson Endura Stepping Stone Advantage!

The Johnson Endura Stepping Stone range is a revolutionary way to build staircases with step tiles and risers. 
The result of an unquantifiable amount of time spent researching the very many possibilities in the world of 
staircases. At the center of this research, we kept people and a few important questions concerning them - 

“Will it be safe enough for senior citizens and children to use?" 

"Are they safe for use by people with physical and visual disabilities?" 

"How long would they last before needing a replacement?" 

“Should durable mean cumbersome installation and frequent maintenance?" 

“ Are they easy to install, without any cumbersome cutting and finishing or wastage?”

“ Are they non - combustible and safe during a fire emergency?”

3
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EXPERIENCE CENTERS

YOU CAN ALSO REACH US AT

Jalandhar 0182-4505038 / 39

Chandigarh 0172-4697100

Delhi 011-49526600

Jaipur 0141-2368329

Lucknow 0522-2721699

Varanasi 0542-2222620

9576038781

East

Region Branch Tel.:

Kolkata 033-46021880

Bhubaneshwar 0674-2430240

Siliguri 9836065812

Guwahati 8135846661/7575900492

Ranchi 9576038118

West

Mumbai 022-40647500

Thane 022-25867600 / 666

Pune 020-41301164 / 31

Ahmedabad 079-48480010

Raipur 0771-4919129

Indore 0731-4007441

North

Patna

South

Bengalure

Hyderabad

Vijayawada

Vishakhapatnam

Tirupati

Kochi

Kozhikode

Thiruvananthapuram

Chennai

Coimbatore

Madurai

Trichy

080-22246841/42

040-29802270 / 71 / 72

9666429666

0891-2796376

9121228960

0484-4871277/ 4098555

0495-2352474 / 2352752

6238811801 / 0471-2551141

044-28544116 / 28541881

0422-4382698 / 2210501

0452-4355584 / 4355594

9486718544

Region Branch Tel.:

For address and contact numbers of our Johnson Exclusive Showrooms and Authorized Retailers, please visit our website www.hrjindia.com

Location Address Tel.:

Kolkatta 033-46021880

Guwahati 8135846661/7575900492

Bhubaneshwar
HOUSE OF JOHNSON - 229/5332, Gautam Nagar, 1st Floor Bhubaneshwar, Orissa  - 751014.229/5332,
Gautam Nagar, Bhubaneshwar - 751014

0674-2430240

8424003247Thane

7350009364Pune

HOUSE OF JOHNSON - 1st flr, Bonanza, Sahar Plaza, Nr Hotel Kohinoor continental, J B Nagar, 
Andheri Kurla Road, Andheri East, Mumbai - 400059

9920050197

079-48480010Ahmedabad

HOUSE OF JOHNSON - Shop No 5, 6, 7 and 8, Upper Ground Floor, Exotica, Shalimar Township,
Village Niranjanpur, A.B. Road, Indore, Madhya Pradesh - 452001

0731-4988340/4007441Indore

7714919129Raipur

0522-2721699Lucknow

HOUSE OF JOHNSON - SCO 214, sector14, Panchkula, Haryana - 134109 0172-4691000Chandigarh

0542-2222620Varanasi

9319244955Delhi

HOUSE OF JOHNSON - Elysium Towers, Park Gate Rd, No. 21, ATT Colony, Gopalapuram, Coimbatore - 641018 0422-4382698Coimbatore

044-48611632Chennai

0484-4871277/ 4098555Kochi 

0495-2352474/ 2352752Kozhikode 

HOUSE OF JOHNSON -1st Floor, Sreedhanya Apex, TC 22/3720 (4) Vellayambalam,
Sasthamangalam PO, Thiruvananthapuram, Kerala - 695010

6238811801 /
0471-2551141

Thiruvananthapuram

Mumbai - Andheri

HOUSE OF JOHNSON - 83 JBS Haldane Avenue, TOPSIA Trinity towers Kolkata - 700046

HOUSE OF JOHNSON - 1st Floor, Above Royal Riders Honda, Near Rahul Kata, Pub Bragaon, Garchuk, Guwahati - 781035

HOUSE OF JOHNSON - Shop No.5, Gr.Floor, Cosmos Jewels, Near Dmart, Anand Nagar, Ghodbunder Road, Thane (W) - 400615

HOUSE OF JOHNSON - Sable House, Poona Snuff Factory, Sr. No 11A, Plot 408/4/5, Satara Road, Gultekadi, Pune - 411037

HOUSE OF JOHNSON - F 106-107, Shivalik Plaza, IIM Road, Panjrapole Cross Road, Ahmedabad,  Gujarat - 380015

HOUSE OF JOHNSON - 2nd  Floor, MM Silver Plaza,Opp Udyog Bhawan, Ring Road - 1, Raipur, Chattisgarh - 492001

HOUSE OF JOHNSON - 1st Floor, Prithvi Ratan Height,Plot No CP-4, Vijayant khand - 3, Gomtinagar Yojna, Lucknow - 226028

HOUSE OF JOHNSON - Ashakunj, 1st floor, D59/103 D4, Opp Siddharth Complex, Sigra Mehmoorganj Road, Varanasi - 221010

HOUSE OF JOHNSON - First &  Mezzanine Floor, B-1/G-3, Mohan Industrial Estate,Mathura Road, New Delhi - 110094

HOUSE OF JOHNSON - 82, 84 & 86 Bascon Maeru, 1st floor, Kodambakkam High Road, Nungambakkam, Chennai - 600034

HOUSE OF JOHNSON - Door no. 11/300 f, Next to VTJ Hyundai, NH 47 Kundanoor, Maradu, Kochi, Ernakulam - 682304

HOUSE OF JOHNSON - Tilal Tower, Near Nexa Showroom, Kudilthod, Malaparamba bypass, Kozikode, Kerala - 673017



www.enduratiles.com
Toll Free No.: 1800-22-7484   E-mail : tiles.customercare@prismjohnson.in

For Export Enquiries, Email : exports.customercare@prismjohnson.in
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Colors shown are as accurate as the limitations of the printing process will allow. Prospective customers are advised to inspect a sample of the tile before ordering. Every effort has been made 
to ensure the accuracy of the information given. However, the company reserves the right to change the specifications without prior notice. Sometimes, variations in shade or size may occur 
which is inherent to the ceramic industry. Before fixing the tiles, we urge you to read and follow the fixing instructions given on the carton box of the tiles. The company will not take any 
responsibility and will not accept any complaints of shade, size or planarity once the tiles have been fixed.

Although every effort is made to ascertain that all the information provided in this brochure is accurate before printing, errors may still happen. Please contact the local branch office for 
updated information before placing orders. The information contained in this catalog is given in good faith. The Company takes no liability on account of any loss or damage either 
consequential or otherwise as a result of the information provided therein.

H & R JOHNSON (INDIA) DIVISION
Corporate Office : 7th Floor, Windsor, C. S. T. Road, Kalina, Santacruz (East), Mumbai - 400 098, India. 

Tel.: +91-22- 4064 7300  Website : www.hrjindia.com

Registered Office : 305, Laxmi Niwas Apartments, Ameerpet, Hyderabad - 500016, Telangana, India.

/hrjindia /hrjohnsonindia1 /hrjohnsonindia  /hrjohnson_india/  /h-&-r-johnson-india-ltd./

QR
CODE


	About
	Size & Thickness
	Feature & Benefits
	Step Tiles
	 Plain Colors
	Marble & Granite Series
	S & P Colors

	Riser & Landing Area Tiles
	Plain Colors
	Marble & Granite Series
	S & P Colors

	Advantages
	FAQs
	Technical & Packing Details
	Branch & EC Details



